Loadcell Spoke type

METESCE

nederland
Maximum capacity ( Emax ) t 1, 2,3,5, 10, 15, 20, 30, 50
Output sensitivity (= FS) mV/V 2.0+0.01
Accuracy %FS <+ 0.5
Minimum dead load Of Emax 0%
Safe overload of Emax 150 %
Ultimate overload of Emax 300 %
Zero balance of FS <+x1.0%
Excitation, recommended voltage V 5~12
Excitation maximum vV 18
Input resistance Q 770+ 3
Output resistance Q 700+ 7
Insulation resistance MQ =>5000 ( at 50VDC)
Compensated temperature °C -10 ~+40
Operating temperature °C -35 ~ +65
Storage temperature °C -40 ~ +70
Element material Nickel plated alloy steel
IngressProtection (acc.toEN60529) IP67
Recommended torque on fixation Nm M8:25 M10:50
M12:75
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Dimension
Capacity D D1 D2 H H1 H2 H3 L
1 115 22 86 43 12 8.4 5 8
2 120 26 90 45 12 8.4 5 8
3t 128 20 100 46 & 10.4 3 7
5 128 20 100 46 8 10.4 3 7
10t 160 40 120 63 15 10.4 10 10
15t 194 42 154 ] 20 12.4 10 12
20t 220 a4 170 73 22 12.4 10 12
30t 230 48 188 78 25 12.4 10 12
50t 264 52 214 g0 30 12.4 10 12
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