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DESCRIPTION :

Dynafor LLZ range of electronic dynamometer with digital for 
pulling and lifting applications. Using strain gauge sensor LLZ
are designed for use between shackles or brackets. 
These units operate in all positions for forces measurement 
and vertically for load checking and measurement.

Lifting accessory in accordance with CE directive N°98/37 and
European standards electromagnetic compatibility 
N° EN 55 022 & EN 50 082.2

Accuracy : ± 0,8% of capacity
Coefficient of utilisation : more than 6
Liquid crystal display (LCD) : 5 digits 18 mm high 
Ambient temperature range : -10°C to +40°C
Weatherproof and dustproof in accordance with EN 60 529 : IP65
Body in painted aluminium alloy

Power supply : 3 x 1.5 V, AA or R6 (diameter 14 x 50 mm).

Battery life (using 2000 mAh batteries) 
measurement mode : 850 hours

OPERATION:

Push-button controls :
- ON / OFF (T1)
- Tare (T2) up to 100% of capacity 
- Units of measurement (T3) within metric group : force (daN) or mass (kg, t)

within American group : force (daN) mass (lbs)

T1 T2 T3

Automatic functions :
- Automatic zero when switched on if the load applied 
(hook, sling, spreaderbar) is less than 10 % of capacity 
- Low battery signal, see - fig.1
- Overload indication (over 110% of capacity), see - fig.2

Adjustable functions :
Using a sequence of operations of the push-buttons
- Choice of units of measurement :

- metric (daN, kg, t) 
- American (daN, lbs)

- Time adjustment before automatic shutdown :
- by one minute steps up to one hour
- delete the function

fig.1

fig.2
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Technical specification and dimensions :

Models LLZ - 0,25 LLZ - 0,5 LLZ - 1 LLZ - 2 LLZ - 3,2 LLZ - 6,4 LLZ - 10 LLZ - 20
Code 0396980 0396981 0396982 0396983 0396984 0396985 0396986 0396987
Capacity t 0,25 0,5 1 2 3,2 6,4 10 20
Accuracy 0.8 % ± kg 2 4 8 15 25 50 80 150
Smallest load increment kg 0,5 1 2 5 5 10 20 50
Test load t 0,5 1 2 4 6,4 12,8 20 40
Max. display kg 250 500 1000 2000 3200 6400 10000 20000
Height of display mm 18 18 18 18 18 18 18 18
Weight kg 1,1 1,1 1,1 1,3 1,5 2,3 4 7
Dimensions mm A 220 220 220 233 243 275 325 371

B 90 90 90 90 97 115 110 134
C 42 42 42 48 48 48 62 72
Ø D 14 14 14 22 22 28 42 54
E 196 196 196 207 207 217 257 269
F 12 12 12 13 18 29 34 51
G 35 35 35 45 45 54 80 84
H 36,5 36,5 36,5 46,5 51,5 70 95 120
I 16 16 16 25 25 31 50,5 65
J 27 27 27 33 33 33 56,5 67
K 10 10 10 10 10 10 5 5
L 5 5 5 5 5 5 - -

Shackles class S NF E52-144
Code 0437206 0437206 0437206 0437207 0437207 0437208 0437209 0437210
Capacity t 1,5 1,5 1,5 3,25 3,25 6,5 13,5 25
Pin diameter mm 13 13 13 20 20 25 38 50


