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Tests in the medical sector (dental implants) 
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Component tests (micro switch) 

 

 

 

 

 

 

Veer test on soldered joints on SMD board 

 

 

 

Tensile tests on plane specimen 

 

Chevron-Test 

 

 

Tests under the influence of temperature 

 

Testing of the adhesive properties 

 



Test load ±100 N 

Load resolution 

Position ±5 mm (10mm),  resolution 0,02 µm 

Maximum testing speed vmax = 120 mm/s 

Maximum loading speed                     Fvmax = 5000N/s 

Exchangeable sensors (recommended grading 10N/50N/100N) 

Direct position measurement underneath the load table with a glass scale 

System stiffness with 100 N load sensor 4 N/µm 

Control with digital signal processor, 5kHz on the system bus 

7 optional data acquisition cards possible 

Data interface LAN or USB 2.0 full speed 

Basic construction on a hard stone plate for passive dampening with the possibility of additional 

mounting of tools or devices 

Dimensions (W x D x H), Weight 750mm x 500mm x 670mm, 95kg 

Electric connection 115/230 V AC; 0,7 kVA; 50/60Hz 

Optional accessories  Load cell for dynamic tests 

 Zoom-microscope 0,8-5x , order-no.:10-019-800 

 Software H&P Labmaster 

 Enhancement of the data acquisition 1kHz 

 PC with 2 monitors (recommended) 


